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Luxsystem SL 20.1
with hanging out cable and attach 
assempled connecting cable

Luxsystem SL 20.1
over the integrated connector add to 
a light-band

Luxsystem SL 20.1
staggered to avoid dark areas and 
connected with Luxsystem connecting 
cable

Luxsystem SL 20.1
staggered to avoid dark areas and 
connected with Luxsystem connecting 
cable

Luxsystem SL 20.1
arranged in perpendicular and  
connected with Luxsystem  
connecting cable

  20.01.01 

Examples 
of assembly
SL 20.1



  20.01.02  

Adapter
of Luxsystem  SL 20.1 luminaire via  
attach assembled connecting cable, 2m

Adapter,
Connection
SL 20.1

Adapter
of Luxsystem  SL 20.1 luminaire via  
connecting cable AL 10, over the  
integrated connector

Adapter
of Luxsystem  SL 20.1 luminaire via  
connecting cable AL 11, over the 
integrated connector

Connection
of two Luxsystem  SL 20.1  
luminaires via integrated connector
 

Connection
of two Luxsystem  SL 20.1  
luminaires via connecting cable VL 10 

Connection
of two Luxsystem  SL 20.1 
luminaires via connecting cable VL 11

Adapter
of Luxsystem  SL 20.1- luminaire via 
clips at the bottom of the housing

Adapter variants SL 20.1

Connection variants SL 20.1
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  20.01.03  
Light  
distribution 
curve SL 20.1
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Light distribution curve

Version without diffusor



 20.02.01  
Luminaire
variants
SL 20.1

Individual luminaire / 
End luminaire for strip lighting
Detachable connection via 
Luxsystem connector system

Individual luminaire
Connection via fixed mains cable, 
front site.

Individual surface-mounted 
luminaire Connection via terminals
in the bottom of the housing

Luminaire variants, luminaire for strip lighting SL 20.1

Luminaire variants, individual luminaire SL 20.1

Luminaire for strip lighting
Detachable connection via  
Luxsystem connector system

Individual luminaire
Connection via fixed mains  
cable, front site.

Individual surface-mounted 
luminaire Connection via terminals in 
the bottom of the housing

Overview 20.03.01

Overview 20.03.19

Overview 20.03.10

Overview 20.03.28

Overview 20.03.46

Overview 20.03.37
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System luminaire SL 20.1 
Individual luminaire / End luminaire for strip lighting

Standard equipment
Optional as accessories available

Detachable connection via Luxsystem connector system

  20.03.01  
Overview
SL 20.1
T5 14 W

SL 20.1 black

gray

white

20.04.017 E 114 54 0 

7 E 114 44 0 

7 E 114 34 0 

7 E 114 24 0 

7 E 114 14 0 

7 E 114 04 0 

1)

1)

1)

1)

1)

1)
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1) Length of the luminaire not pass for EVG fitting 
     The dimmable DALI luminaires are available from 2012



black

gray

white

20.04.02

  20.03.02  
Overview
SL 20.1
T5 21 W

7 E 121 54 0 

7 E 121 34 0 

7 E 121 14 0 

7 E 121 54 3

7 E 121 34 3

7 E 121 14 3

7 E 139 54 6

7 E 139 34 6

7 E 139 14 6

7 E 139 44 6

7 E 139 24 6

7 E 139 04 6

7 E 121 44 0

7 E 121 24 0

7 E 121 04 0

7 E 121 44 3

7 E 121 24 3

7 E 121 04 3

21SL 20.1
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Individual luminaire / End luminaire for strip lighting

Detachable connection via Luxsystem connector system



20.04.03

  20.03.03  
Overview
SL 20.1
T5 28 W

7 E 128 54 0 

7 E 128 34 0 

7 E 128 14 0 

7 E 128 54 3

7 E 128 34 3

7 E 128 14 3

7 E 154 54 6

7 E 154 34 6

7 E 154 14 6

7 E 154 44 6

7 E 154 24 6

7 E 154 04 6

7 E 128 44 0

7 E 128 24 0

7 E 128 04 0

7 E 128 44 3

7 E 128 24 3

7 E 128 04 3

28SL 20.1
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Standard equipment
Optional as accessories available

black

gray

white

System luminaire SL 20.1 
Individual luminaire / End luminaire for strip lighting

Detachable connection via Luxsystem connector system



  20.03.04  
Overview
SL 20.1
T5 35 W

20.04.047 E 135 54 0 

7 E 135 34 0 

7 E 135 14 0 

7 E 135 54 3

7 E 135 34 3

7 E 135 14 3

7 E 180 54 6

7 E 180 34 6

7 E 180 14 6

7 E 180 44 6

7 E 180 24 6

7 E 180 04 6

7 E 135 44 0

7 E 135 24 0

7 E 135 04 0

7 E 135 44 3

7 E 135 24 3

7 E 135 04 3

35SL 20.1
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Standard equipment
Optional as accessories available

black

gray

white

System luminaire SL 20.1 
Individual luminaire / End luminaire for strip lighting

Detachable connection via Luxsystem connector system



SL 20.1 black

gray

white

20.04.05

  20.03.05  
Overview
SL 20.1
T5 24 W

7 E 124 54 0 

7 E 124 44 0 

7 E 124 34 0 

7 E 124 24 0 

7 E 124 14 0 

7 E 124 04 0 

24
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1)

1)

1)
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Individual luminaire / End luminaire for strip lighting

Detachable connection via Luxsystem connector system

1) Length of the luminaire not pass for EVG fitting 
     The dimmable DALI luminaires are available from 2012

1)

1)

1)



  20.03.06  
Overview
SL 20.1
T5 39 W

black

gray

white

20.04.067 E 139 54 0 

7 E 139 34 0 

7 E 139 14 0 

7 E 139 54 3

7 E 139 34 3

7 E 139 14 3

7 E 139 54 6

7 E 139 34 6

7 E 139 14 6

7 E 139 44 6

7 E 139 24 6

7 E 139 04 6

7 E 139 44 0

7 E 139 24 0

7 E 139 04 0

7 E 139 44 3

7 E 139 24 3

7 E 139 04 3

39SL 20.1
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Individual luminaire / End luminaire for strip lighting

Detachable connection via Luxsystem connector system



  20.03.07 
Overview
SL 20.1
T5 54 W

black

gray

white

20.04.077 E 154 54 0 

7 E 154 34 0 

7 E 154 14 0 

7 E 154 54 3

7 E 154 34 3

7 E 154 14 3

7 E 154 54 6

7 E 154 34 6

7 E 154 14 6

7 E 154 44 6

7 E 154 24 6

7 E 154 04 6

7 E 154 44 0

7 E 154 24 0

7 E 154 04 0

7 E 154 44 3

7 E 154 24 3

7 E 154 04 3

54SL 20.1
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Individual luminaire / End luminaire for strip lighting

Detachable connection via Luxsystem connector system



  20.03.08 
Overview
SL 20.1
T5 80 W

black

gray

white

20.04.087 E 180 54 0 

7 E 180 34 0 

7 E 180 14 0 

7 E 180 54 3

7 E 180 34 3

7 E 180 14 3

7 E 180 54 6

7 E 180 34 6

7 E 180 14 6

7 E 180 44 6

7 E 180 24 6

7 E 180 04 6

7 E 180 44 0

7 E 180 24 0

7 E 180 04 0

7 E 180 44 3

7 E 180 24 3

7 E 180 04 3

80SL 20.1
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Individual luminaire / End luminaire for strip lighting

Detachable connection via Luxsystem connector system



  20.03.09 
Overview
SL 20.1
T5 49 W

black

gray

white

20.04.097 E 149 54 0 

7 E 149 34 0 

7 E 149 14 0 

7 E 149 54 3

7 E 149 34 3

7 E 149 14 3

7 E 149 54 6

7 E 149 34 6

7 E 149 14 6

7 E 149 44 6

7 E 149 24 6

7 E 149 04 6

7 E 149 44 0

7 E 149 24 0

7 E 149 04 0

7 E 149 44 3

7 E 149 24 3

7 E 149 04 3

49SL 20.1
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Individual luminaire / End luminaire for strip lighting

Detachable connection via Luxsystem connector system



System luminaire SL 20.1 
Individual luminaire 

Connection via fixed mains cable, front side

SL 20.1 black

gray

white

20.04.10

  20.03.10  
Overview
SL 20.1
T5 14 W

7 E 114 55 0 

7 E 114 45 0 

7 E 114 35 0 

7 E 114 25 0 

7 E 114 15 0 

7 E 114 05 0 
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Standard equipment
Optional as accessories available

1)

1)

1)

1)

1)

1)

1) Length of the luminaire not pass for EVG fitting 
     The dimmable DALI luminaires are available from 2012



  20.03.11 
Overview
SL 20.1
T5 21 W

black

gray

white

20.04.117 E 121 55 0 

7 E 121 35 0 

7 E 121 15 0 

7 E 121 55 3

7 E 121 35 3

7 E 121 15 3

7 E 139 55 6

7 E 139 35 6

7 E 139 15 6

7 E 139 45 6

7 E 139 25 6

7 E 139 05 6

7 E 121 45 0

7 E 121 25 0

7 E 121 05 0

7 E 121 45 3

7 E 121 25 3

7 E 121 05 3

21SL 20.1
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Individual luminaire 

Connection via fixed mains cable, front side



  20.03.12 
Overview
SL 20.1
T5 28 W

black

gray

white

20.04.127 E 128 55 0 

7 E 128 35 0 

7 E 128 15 0 

7 E 128 55 3

7 E 128 35 3

7 E 128 15 3

7 E 154 55 6

7 E 154 35 6

7 E 154 15 6

7 E 154 45 6

7 E 154 25 6

7 E 154 05 6

7 E 128 45 0

7 E 128 25 0

7 E 128 05 0

7 E 128 45 3

7 E 128 25 3

7 E 128 05 3

28SL 20.1

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Ty
pe

 o
f l

um
in

ai
re

En
gi

ne
 p

ow
er

 [W
]

di
m

m
ab

le
 D

A
LI

di
m

m
ab

le
 1

 - 1
0 

V

D
iff

us
or

C
ol

or
 o

f  
pl

as
tic

 p
ar

ts

O
rd

er
 n

o.

D
at

a 
sh

ee
t

Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Individual luminaire 

Connection via fixed mains cable, front side



  20.03.13 
Overview
SL 20.1
T5 35 W

black

gray

white

20.04.137 E 135 55 0 

7 E 135 35 0 

7 E 135 15 0 

7 E 135 55 3

7 E 135 35 3

7 E 135 15 3

7 E 180 55 6

7 E 180 35 6

7 E 180 15 6

7 E 180 45 6

7 E 180 25 6

7 E 180 05 6

7 E 135 45 0

7 E 135 25 0

7 E 135 05 0

7 E 135 45 3

7 E 135 25 3

7 E 135 05 3

35SL 20.1
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Individual luminaire 

Connection via fixed mains cable, front side



SL 20.1 black

gray

white

20.04.14

  20.03.14  
Overview
SL 20.1
T5 24 W

7 E 124 55 0 

7 E 124 45 0 

7 E 124 35 0 

7 E 124 25 0 

7 E 124 15 0 

7 E 124 05 0 
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Individual luminaire 

Connection via fixed mains cable, front side

1)

1)

1)

1)

1)

1)

1) Length of the luminaire not pass for EVG fitting 
     The dimmable DALI luminaires are available from 2012



  20.03.15 
Overview
SL 20.1
T5 39 W

black

gray

white

20.04.157 E 139 55 0 

7 E 139 35 0 

7 E 139 15 0 

7 E 139 55 3

7 E 139 35 3

7 E 139 15 3

7 E 139 55 6

7 E 139 35 6

7 E 139 15 6

7 E 139 45 6

7 E 139 25 6

7 E 139 05 6

7 E 139 45 0

7 E 139 25 0

7 E 139 05 0

7 E 139 45 3

7 E 139 25 3

7 E 139 05 3
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Individual luminaire 

Connection via fixed mains cable, front side



  20.03.16 
Overview
SL 20.1
T5 54 W

black

gray

white

20.04.167 E 154 55 0 

7 E 154 35 0 

7 E 154 15 0 

7 E 154 55 3

7 E 154 35 3

7 E 154 15 3

7 E 154 55 6

7 E 154 35 6

7 E 154 15 6

7 E 154 45 6

7 E 154 25 6

7 E 154 05 6

7 E 154 45 0

7 E 154 25 0

7 E 154 05 0

7 E 154 45 3

7 E 154 25 3

7 E 154 05 3

54SL 20.1
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Individual luminaire 

Connection via fixed mains cable, front side



  20.03.17
Overview
SL 20.1
T5 80 W

black

gray

white

20.04.177 E 180 55 0 

7 E 180 35 0 

7 E 180 15 0 

7 E 180 55 3

7 E 180 35 3

7 E 180 15 3

7 E 180 55 6

7 E 180 35 6

7 E 180 15 6

7 E 180 45 6

7 E 180 25 6

7 E 180 05 6

7 E 180 45 0

7 E 180 25 0

7 E 180 05 0

7 E 180 45 3

7 E 180 25 3

7 E 180 05 3
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Individual luminaire 

Connection via fixed mains cable, front side



  20.03.18
Overview
SL 20.1
T5 49 W

black

gray

white

20.04.187 E 149 55 0 

7 E 149 35 0 

7 E 149 15 0 

7 E 149 55 3

7 E 149 35 3

7 E 149 15 3

7 E 180 55 6

7 E 180 35 6

7 E 180 15 6

7 E 180 45 6

7 E 180 25 6

7 E 180 05 6

7 E 149 45 0

7 E 149 25 0

7 E 149 05 0

7 E 149 45 3

7 E 149 25 3

7 E 149 05 3
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Individual luminaire 

Connection via fixed mains cable, front side



Connection via terminals in the bottom of the housing

SL 20.1 black

gray

white

20.04.19

  20.03.19  
Overview
SL 20.1
T5 14 W

7 E 114 56 0 

7 E 114 46 0 

7 E 114 36 0 

7 E 114 26 0 

7 E 114 16 0 

7 E 114 06 0 
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Individual luminaire 

1)

1)

1)

1)

1)

1)

1) Length of the luminaire not pass for EVG fitting 
     The dimmable DALI luminaires are available from 2012



  20.03.20 
Overview
SL 20.1
T5 21 W

black

gray

white

20.04.207 E 121 56 0 

7 E 121 36 0 

7 E 121 16 0 

7 E 121 56 3

7 E 121 36 3

7 E 121 16 3

7 E 139 56 6

7 E 139 36 6

7 E 139 16 6

7 E 139 46 6

7 E 139 26 6

7 E 139 06 6

7 E 121 46 0

7 E 121 26 0

7 E 121 06 0

7 E 121 46 3

7 E 121 26 3

7 E 121 06 3
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Standard equipment
Optional as accessories available

Connection via terminals in the bottom of the housing

System luminaire SL 20.1 
Individual luminaire 



  20.03.21 
Overview
SL 20.1
T5 28 W

black

gray

white

20.04.217 E 128 56 0 

7 E 128 36 0 

7 E 128 16 0 

7 E 128 56 3

7 E 128 36 3

7 E 128 16 3

7 E 154 56 6

7 E 154 36 6

7 E 154 16 6

7 E 154 46 6

7 E 154 26 6

7 E 154 06 6

7 E 128 46 0

7 E 128 26 0

7 E 128 06 0

7 E 128 46 3

7 E 128 26 3

7 E 128 06 3
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Standard equipment
Optional as accessories available

Connection via terminals in the bottom of the housing

System luminaire SL 20.1 
Individual luminaire 



  20.03.22 
Overview
SL 20.1
T5 35 W

black

gray

white

20.04.227 E 135 56 0 

7 E 135 36 0 

7 E 135 16 0 

7 E 135 56 3

7 E 135 36 3

7 E 135 16 3

7 E 180 56 6

7 E 180 36 6

7 E 180 16 6

7 E 180 46 6

7 E 180 26 6

7 E 180 06 6

7 E 135 46 0

7 E 135 26 0

7 E 135 06 0

7 E 135 46 3

7 E 135 26 3

7 E 135 06 3
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Standard equipment
Optional as accessories available

Connection via terminals in the bottom of the housing

System luminaire SL 20.1 
Individual luminaire 



SL 20.1 black

gray

white

20.04.23

  20.03.23  
Overview
SL 20.1
T5 24 W

7 E 124 56 0 

7 E 124 46 0 

7 E 124 36 0 

7 E 124 26 0 

7 E 124 16 0 

7 E 124 06 0 

24

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Ty
pe

 o
f l

um
in

ai
re

En
gi

ne
 p

ow
er

 [W
]

di
m

m
ab

le
 D

A
LI

di
m

m
ab

le
 1

 - 1
0 

V

D
iff

us
or

C
ol

or
 o

f  
pl

as
tic

 p
ar

ts

O
rd

er
 n

o.

D
at

a 
sh

ee
t

Standard equipment
Optional as accessories available

Connection via terminals in the bottom of the housing

System luminaire SL 20.1 
Individual luminaire 

1)

1)

1)

1)

1)

1)

1) Length of the luminaire not pass for EVG fitting 
     The dimmable DALI luminaires are available from 2012



  20.03.24 
Overview
SL 20.1
T5 39 W

black

gray

white

20.04.247 E 139 56 0 

7 E 139 36 0 

7 E 139 16 0 

7 E 139 56 3

7 E 139 36 3

7 E 139 16 3

7 E 139 56 6

7 E 139 36 6

7 E 139 16 6

7 E 139 46 6

7 E 139 26 6

7 E 139 06 6

7 E 139 46 0

7 E 139 26 0

7 E 139 06 0

7 E 139 46 3

7 E 139 26 3

7 E 139 06 3
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Standard equipment
Optional as accessories available

Connection via terminals in the bottom of the housing

System luminaire SL 20.1 
Individual luminaire 



  20.03.25 
Overview
SL 20.1
T5 54 W

black

gray

white

20.04.257 E 154 56 0 

7 E 154 36 0 

7 E 154 16 0 

7 E 154 56 3

7 E 154 36 3

7 E 154 16 3

7 E 154 56 6

7 E 154 36 6

7 E 154 16 6

7 E 154 46 6

7 E 154 26 6

7 E 154 06 6

7 E 154 46 0

7 E 154 26 0

7 E 154 06 0

7 E 154 46 3

7 E 154 26 3

7 E 154 06 3

54SL 20.1

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Ty
pe

 o
f l

um
in

ai
re

En
gi

ne
 p

ow
er

 [W
]

di
m

m
ab

le
 D

A
LI

di
m

m
ab

le
 1

 - 1
0 

V

D
iff

us
or

C
ol

or
 o

f  
pl

as
tic

 p
ar

ts

O
rd

er
 n

o.

D
at

a 
sh

ee
t

Standard equipment
Optional as accessories available

Connection via terminals in the bottom of the housing

System luminaire SL 20.1 
Individual luminaire 



  20.03.26 
Overview
SL 20.1
T5 80 W

black

gray

white

20.04.267 E 180 56 0 

7 E 180 36 0 

7 E 180 16 0 

7 E 180 56 3

7 E 180 36 3

7 E 180 16 3

7 E 180 56 6

7 E 180 36 6

7 E 180 16 6

7 E 180 46 6

7 E 180 26 6

7 E 180 06 6

7 E 180 46 0

7 E 180 26 0

7 E 180 06 0

7 E 180 46 3

7 E 180 26 3

7 E 180 06 3
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Standard equipment
Optional as accessories available

Connection via terminals in the bottom of the housing

System luminaire SL 20.1 
Individual luminaire 



  20.03.27 
Overview
SL 20.1
T5 49 W

black

gray

white

20.04.277 E 149 56 0 

7 E 149 36 0 

7 E 149 16 0 

7 E 149 56 3

7 E 149 36 3

7 E 149 16 3

7 E 180 56 6

7 E 180 36 6

7 E 180 16 6

7 E 180 46 6

7 E 180 26 6

7 E 180 06 6

7 E 149 46 0

7 E 149 26 0

7 E 149 06 0

7 E 149 46 3

7 E 149 26 3

7 E 149 06 3
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Standard equipment
Optional as accessories available

Connection via terminals in the bottom of the housing

System luminaire SL 20.1 
Individual luminaire 



SL 20.1 black

gray

white

20.04.28

  20.03.28  
Overview
SL 20.1
T5 14 W

7 E 114 50 0 

7 E 114 40 0 

7 E 114 30 0 

7 E 114 20 0 

7 E 114 10 0 

7 E 114 00 0 

14

System luminaire SL 20.1 
Luminaire for strip lighting

Detachable connection via Luxsystem connector system
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Standard equipment
Optional as accessories available

1)

1)

1)

1)

1)

1)

1) Length of the luminaire not pass for EVG fitting 
     The dimmable DALI luminaires are available from 2012



  20.03.29 
Overview
SL 20.1
T5 21 W

black

gray

white

20.04.297 E 121 50 0 

7 E 121 30 0 

7 E 121 10 0 

7 E 121 50 3

7 E 121 30 3

7 E 121 10 3

7 E 139 50 6

7 E 139 30 6

7 E 139 10 6

7 E 139 40 6

7 E 139 20 6

7 E 139 00 6

7 E 121 40 0

7 E 121 20 0

7 E 121 00 0

7 E 121 40 3

7 E 121 20 3

7 E 121 00 3
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Luminaire for strip lighting

Detachable connection via Luxsystem connector system



  20.03.30 
Overview
SL 20.1
T5 28 W

black

gray

white

20.04.307 E 128 50 0 

7 E 128 30 0 

7 E 128 10 0 

7 E 128 50 3

7 E 128 30 3

7 E 128 10 3

7 E 154 50 6

7 E 154 30 6

7 E 154 10 6

7 E 154 40 6

7 E 154 20 6

7 E 154 00 6

7 E 128 40 0

7 E 128 20 0

7 E 128 00 0

7 E 128 40 3

7 E 128 20 3

7 E 128 00 3
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Luminaire for strip lighting

Detachable connection via Luxsystem connector system



  20.03.31 
Overview
SL 20.1
T5 35 W

black

gray

white

20.04.317 E 135 50 0 

7 E 135 30 0 

7 E 135 10 0 

7 E 135 50 3

7 E 135 30 3

7 E 135 10 3

7 E 180 50 6

7 E 180 30 6

7 E 180 10 6

7 E 180 40 6

7 E 180 20 6

7 E 180 00 6

7 E 135 40 0

7 E 135 20 0

7 E 135 00 0

7 E 135 40 3

7 E 135 20 3

7 E 135 00 3
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Luminaire for strip lighting

Detachable connection via Luxsystem connector system



SL 20.1 black

gray

white

20.04.32

  20.03.32  
Overview
SL 20.1
T5 24 W

7 E 124 50 0 

7 E 124 40 0 

7 E 124 30 0 

7 E 124 20 0 

7 E 124 10 0 

7 E 124 00 0 
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Luminaire for strip lighting

Detachable connection via Luxsystem connector system

1)

1)

1)

1)

1)

1)

1) Length of the luminaire not pass for EVG fitting 
     The dimmable DALI luminaires are available from 2012



  20.03.33 
Overview
SL 20.1
T5 39 W

black

gray

white

20.04.337 E 139 50 0 

7 E 139 30 0 

7 E 139 10 0 

7 E 139 50 3

7 E 139 30 3

7 E 139 10 3

7 E 139 50 6

7 E 139 30 6

7 E 139 10 6

7 E 139 40 6

7 E 139 20 6

7 E 139 00 6

7 E 139 40 0

7 E 139 20 0

7 E 139 00 0

7 E 139 40 3

7 E 139 20 3

7 E 139 00 3

39SL 20.1

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Ty
pe

 o
f l

um
in

ai
re

En
gi

ne
 p

ow
er

 [W
]

di
m

m
ab

le
 D

A
LI

di
m

m
ab

le
 1

 - 1
0 

V

D
iff

us
or

C
ol

or
 o

f  
pl

as
tic

 p
ar

ts

O
rd

er
 n

o.

D
at

a 
sh

ee
t

Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Luminaire for strip lighting

Detachable connection via Luxsystem connector system



  20.03.34 
Overview
SL 20.1
T5 54 W

black

gray

white

20.04.347 E 154 50 0 

7 E 154 30 0 

7 E 154 10 0 

7 E 154 50 3

7 E 154 30 3

7 E 154 10 3

7 E 154 50 6

7 E 154 30 6

7 E 154 10 6

7 E 154 40 6

7 E 154 20 6

7 E 154 00 6

7 E 154 40 0

7 E 154 20 0

7 E 154 00 0

7 E 154 40 3

7 E 154 20 3

7 E 154 00 3
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Luminaire for strip lighting

Detachable connection via Luxsystem connector system



  20.03.35 
Overview
SL 20.1
T5 80 W

black

gray

white

20.04.357 E 180 50 0 

7 E 180 30 0 

7 E 180 10 0 

7 E 180 50 3

7 E 180 30 3

7 E 180 10 3

7 E 180 50 6

7 E 180 30 6

7 E 180 10 6

7 E 180 40 6

7 E 180 20 6

7 E 180 00 6

7 E 180 40 0

7 E 180 20 0

7 E 180 00 0

7 E 180 40 3

7 E 180 20 3

7 E 180 00 3
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Luminaire for strip lighting

Detachable connection via Luxsystem connector system



  20.03.36 
Overview
SL 20.1
T5 49 W

black

gray

white

20.04.367 E 149 50 0 

7 E 149 30 0 

7 E 149 10 0 

7 E 149 50 3

7 E 149 30 3

7 E 149 10 3

7 E 180 50 6

7 E 180 30 6

7 E 180 10 6

7 E 180 40 6

7 E 180 20 6

7 E 180 00 6

7 E 149 40 0

7 E 149 20 0

7 E 149 00 0

7 E 149 40 3

7 E 149 20 3

7 E 149 00 3
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Luminaire for strip lighting

Detachable connection via Luxsystem connector system



SL 20.1 black

gray

white

20.04.37

  20.03.37  
Overview
SL 20.1
T5 14 W

7 E 114 51 0 

7 E 114 41 0 

7 E 114 31 0 

7 E 114 21 0 

7 E 114 11 0 

7 E 114 01 0 
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Luminaire for strip lighting

Connections via fixed mains cable, front side

1)

1)

1)

1)

1)

1)

1) Length of the luminaire not pass for EVG fitting 
     The dimmable DALI luminaires are available from 2012



  20.03.38 
Overview
SL 20.1
T5 21 W

black

gray

white

20.04.387 E 121 51 0 

7 E 121 31 0 

7 E 121 11 0 

7 E 121 51 3

7 E 121 31 3

7 E 121 11 3

7 E 139 51 6

7 E 139 31 6

7 E 139 11 6

7 E 139 41 6

7 E 139 21 6

7 E 139 01 6

7 E 121 41 0

7 E 121 21 0

7 E 121 01 0

7 E 121 41 3

7 E 121 21 3

7 E 121 01 3
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Luminaire for strip lighting

Connections via fixed mains cable, front side



  20.03.39 
Overview
SL 20.1
T5 28 W

black

gray

white

20.04.397 E 128 51 0 

7 E 128 31 0 

7 E 128 11 0 

7 E 128 51 3

7 E 128 31 3

7 E 128 11 3

7 E 154 51 6

7 E 154 31 6

7 E 154 11 6

7 E 154 41 6

7 E 154 21 6

7 E 154 01 6

7 E 128 41 0

7 E 128 21 0

7 E 128 01 0

7 E 128 41 3

7 E 128 21 3

7 E 128 01 3
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Luminaire for strip lighting

Connections via fixed mains cable, front side



  20.03.40 
Overview
SL 20.1
T5 35 W

black

gray

white

20.04.407 E 135 51 0 

7 E 135 31 0 

7 E 135 11 0 

7 E 135 51 3

7 E 135 31 3

7 E 135 11 3

7 E 180 51 6

7 E 180 31 6

7 E 180 11 6

7 E 180 41 6

7 E 180 21 6

7 E 180 01 6

7 E 135 41 0

7 E 135 21 0

7 E 135 01 0

7 E 135 41 3

7 E 135 21 3

7 E 135 01 3

35SL 20.1

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Ty
pe

 o
f l

um
in

ai
re

En
gi

ne
 p

ow
er

 [W
]

di
m

m
ab

le
 D

A
LI

di
m

m
ab

le
 1

 - 1
0 

V

D
iff

us
or

C
ol

or
 o

f  
pl

as
tic

 p
ar

ts

O
rd

er
 n

o.

D
at

a 
sh

ee
t

Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Luminaire for strip lighting

Connections via fixed mains cable, front side



SL 20.1 black

gray

white

20.04.41

  20.03.41  
Overview
SL 20.1
T5 24 W

7 E 124 51 0 

7 E 124 41 0 

7 E 124 31 0 

7 E 124 21 0 

7 E 124 11 0 

7 E 124 01 0 
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Luminaire for strip lighting

Connections via fixed mains cable, front side

1)

1)

1)

1)

1)

1)

1) Length of the luminaire not pass for EVG fitting 
     The dimmable DALI luminaires are available from 2012



  20.03.42 
Overview
SL 20.1
T5 39 W

black

gray

white

20.04.427 E 139 51 0 

7 E 139 31 0 

7 E 139 11 0 

7 E 139 51 3

7 E 139 31 3

7 E 139 11 3

7 E 139 51 6

7 E 139 31 6

7 E 139 11 6

7 E 139 41 6

7 E 139 21 6

7 E 139 01 6

7 E 139 41 0

7 E 139 21 0

7 E 139 01 0

7 E 139 41 3

7 E 139 21 3

7 E 139 01 3
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Luminaire for strip lighting

Connections via fixed mains cable, front side



  20.03.43 
Overview
SL 20.1
T5 54 W

black

gray

white

20.04.437 E 154 51 0 

7 E 154 31 0 

7 E 154 11 0 

7 E 154 51 3

7 E 154 31 3

7 E 154 11 3

7 E 154 51 6

7 E 154 31 6

7 E 154 11 6

7 E 154 41 6

7 E 154 21 6

7 E 154 01 6

7 E 154 41 0

7 E 154 21 0

7 E 154 01 0

7 E 154 41 3

7 E 154 21 3

7 E 154 01 3
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Luminaire for strip lighting

Connections via fixed mains cable, front side



  20.03.44 
Overview
SL 20.1
T5 80 W

black

gray

white

20.04.447 E 180 51 0 

7 E 180 31 0 

7 E 180 11 0 

7 E 180 51 3

7 E 180 31 3

7 E 180 11 3

7 E 180 51 6

7 E 180 31 6

7 E 180 11 6

7 E 180 41 6

7 E 180 21 6

7 E 180 01 6

7 E 180 41 0

7 E 180 21 0

7 E 180 01 0

7 E 180 41 3

7 E 180 21 3

7 E 180 01 3
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Luminaire for strip lighting

Connections via fixed mains cable, front side



  20.03.45 
Overview
SL 20.1
T5 49 W

black

gray

white

20.04.457 E 149 51 0 

7 E 149 31 0 

7 E 149 11 0 

7 E 149 51 3

7 E 149 31 3

7 E 149 11 3

7 E 180 51 6

7 E 180 31 6

7 E 180 11 6

7 E 180 41 6

7 E 180 21 6

7 E 180 01 6

7 E 149 41 0

7 E 149 21 0

7 E 149 01 0

7 E 149 41 3

7 E 149 21 3

7 E 149 01 3
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Standard equipment
Optional as accessories available

System luminaire SL 20.1 
Luminaire for strip lighting

Connections via fixed mains cable, front side



SL 20.1 black

gray

white

20.04.46

  20.03.46  
Overview
SL 20.1
T5 14 W

7 E 114 53 0 

7 E 114 43 0 

7 E 114 33 0 

7 E 114 23 0 

7 E 114 13 0 

7 E 114 03 0 
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1)

1)

1)

1)

1)
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Standard equipment
Optional as accessories available

Connection via terminals in the bottom of the housing

System luminaire SL 20.1 
Luminaire for strip lighting

1) Length of the luminaire not pass for EVG fitting 
     The dimmable DALI luminaires are available from 2012



  20.03.47 
Overview
SL 20.1
T5 21 W

black

gray

white

20.04.477 E 121 53 0 

7 E 121 33 0 

7 E 121 13 0 

7 E 121 53 3

7 E 121 33 3

7 E 121 13 3

7 E 139 53 6

7 E 139 33 6

7 E 139 13 6

7 E 139 43 6

7 E 139 23 6

7 E 139 03 6

7 E 121 43 0

7 E 121 23 0

7 E 121 03 0

7 E 121 43 3

7 E 121 23 3

7 E 121 03 3
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Standard equipment
Optional as accessories available

Connection via terminals in the bottom of the housing

System luminaire SL 20.1 
Luminaire for strip lighting



  20.03.48 
Overview
SL 20.1
T5 28 W

black

gray

white

20.04.487 E 128 53 0 

7 E 128 33 0 

7 E 128 13 0 

7 E 128 53 3

7 E 128 33 3

7 E 128 13 3

7 E 154 53 6

7 E 154 33 6

7 E 154 13 6

7 E 154 43 6

7 E 154 23 6

7 E 154 03 6

7 E 128 43 0

7 E 128 23 0

7 E 128 03 0

7 E 128 43 3

7 E 128 23 3

7 E 128 03 3

28SL 20.1

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Ty
pe

 o
f l

um
in

ai
re

En
gi

ne
 p

ow
er

 [W
]

di
m

m
ab

le
 D

A
LI

di
m

m
ab

le
 1

 - 1
0 

V

D
iff

us
or

C
ol

or
 o

f  
pl

as
tic

 p
ar

ts

O
rd

er
 n

o.

D
at

a 
sh

ee
t

Standard equipment
Optional as accessories available

Connection via terminals in the bottom of the housing

System luminaire SL 20.1 
Luminaire for strip lighting



  20.03.49 
Overview
SL 20.1
T5 35 W

black

gray

white

20.04.497 E 135 53 0 

7 E 135 33 0 

7 E 135 13 0 

7 E 135 53 3

7 E 135 33 3

7 E 135 13 3

7 E 180 53 6

7 E 180 33 6

7 E 180 13 6

7 E 180 43 6

7 E 180 23 6

7 E 180 03 6

7 E 135 43 0

7 E 135 23 0

7 E 135 03 0

7 E 135 43 3

7 E 135 23 3

7 E 135 03 3
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Standard equipment
Optional as accessories available

Connection via terminals in the bottom of the housing

System luminaire SL 20.1 
Luminaire for strip lighting



SL 20.1 black

gray

white

20.04.50

  20.03.50  
Overview
SL 20.1
T5 24 W

7 E 124 53 0 

7 E 124 43 0 

7 E 124 33 0 

7 E 124 23 0 

7 E 124 13 0 

7 E 124 03 0 
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1)
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Standard equipment
Optional as accessories available

Connection via terminals in the bottom of the housing

System luminaire SL 20.1 
Luminaire for strip lighting

1) Length of the luminaire not pass for EVG fitting 
     The dimmable DALI luminaires are available from 2012



  20.03.51 
Overview
SL 20.1
T5 39 W

black

gray

white

20.04.517 E 139 53 0 

7 E 139 33 0 

7 E 139 13 0 

7 E 139 53 3

7 E 139 33 3

7 E 139 13 3

7 E 139 53 6

7 E 139 33 6

7 E 139 13 6

7 E 139 43 6

7 E 139 23 6

7 E 139 03 6

7 E 139 43 0

7 E 139 23 0

7 E 139 03 0

7 E 139 43 3

7 E 139 23 3

7 E 139 03 3
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Standard equipment
Optional as accessories available

Connection via terminals in the bottom of the housing

System luminaire SL 20.1 
Luminaire for strip lighting



  20.03.52 
Overview
SL 20.1
T5 54 W

black

gray

white

20.04.527 E 154 53 0 

7 E 154 33 0 

7 E 154 13 0 

7 E 154 53 3

7 E 154 33 3

7 E 154 13 3

7 E 154 53 6

7 E 154 33 6

7 E 154 13 6

7 E 154 43 6

7 E 154 23 6

7 E 154 03 6

7 E 154 43 0

7 E 154 23 0

7 E 154 03 0

7 E 154 43 3

7 E 154 23 3

7 E 154 03 3
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Standard equipment
Optional as accessories available

Connection via terminals in the bottom of the housing

System luminaire SL 20.1 
Luminaire for strip lighting



  20.03.53 
Overview
SL 20.1
T5 80 W

black

gray

white

20.04.537 E 180 53 0 

7 E 180 33 0 

7 E 180 13 0 

7 E 180 53 3

7 E 180 33 3

7 E 180 13 3

7 E 180 53 6

7 E 180 33 6

7 E 180 13 6

7 E 180 43 6

7 E 180 23 6

7 E 180 03 6

7 E 180 43 0

7 E 180 23 0

7 E 180 03 0

7 E 180 43 3

7 E 180 23 3

7 E 180 03 3
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Standard equipment
Optional as accessories available

Connection via terminals in the bottom of the housing

System luminaire SL 20.1 
Luminaire for strip lighting



  20.03.54 
Overview
SL 20.1
T5 49 W

black

gray

white

20.04.547 E 149 53 0 

7 E 149 33 0 

7 E 149 13 0 

7 E 149 53 3

7 E 149 33 3

7 E 149 13 3

7 E 180 53 6

7 E 180 33 6

7 E 180 13 6

7 E 180 43 6

7 E 180 23 6

7 E 180 03 6

7 E 149 43 0

7 E 149 23 0

7 E 149 03 0

7 E 149 43 3

7 E 149 23 3

7 E 149 03 3

49SL 20.1
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Standard equipment
Optional as accessories available

Connection via terminals in the bottom of the housing

System luminaire SL 20.1 
Luminaire for strip lighting



  20.04.01  
SL 20.1
T5 14 W  

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

Specifications

Version without entry for diffusor

Version with entry for diffusor

Dimensions

Order no.

Order no.

SL 20.1

Individual luminaire1)

14 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

7 E 114 44 0

7 E 114 24 0

7 E 114 04 0

7 E 114 54 0

7 E 114 34 0

7 E 114 14 0

582 x 24 x 48,5 mm

444 mm

ca. 0,350 kg

10 Stck.
H

 L   

  D  

  B
  

Notes
Power supply of the lamp via Luxsystem  
AL 10 or AL 11 connecting cable. 
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.
1)	 This lamp is optionally applicable as light-band 
	  final light.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de



Specifications

Dimensions

Order no.

Order no.

SL 20.1

Individual luminaire1)

21 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Individual luminaire1)

21 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Individual luminaire1)

21 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

  20.04.02  
SL 20.1
T5 21 W  

7 E 121 44 0

7 E 121 24 0

7 E 121 04 0

7 E 121 54 3

7 E 121 34 3

7 E 121 14 3

7 E 139 54 6

7 E 139 34 6

7 E 139 14 6

7 E 121 54 0

7 E 121 34 0

7 E 121 14 0

7 E 121 44 3

7 E 121 24 3

7 E 121 04 3

7 E 139 44 6

7 E 139 24 6

7 E 139 04 6

882 x 24 x 48,5 mm

744 mm

ca. 0,450 kg

10 Stck.

882 x 24 x 48,5 mm

744 mm

ca. 0,500 kg

10 Stck.

882 x 24 x 48,5 mm

744 mm

ca. 0,500 kg

10 Stck.
H
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HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
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Version without entry for diffusor

Version with entry for diffusor

Notes
Power supply of the lamp via Luxsystem  
AL 10 or AL 11 connecting cable. 
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.
1)	 This lamp is optionally applicable as light-band 
	  final light.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white



  20.04.03  
SL 20.1
T5 28 W  

SL 20.1

Individual luminaire1)

28 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Individual luminaire1)

28 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Individual luminaire1)

28 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 128 44 0

7 E 128 24 0

7 E 128 04 0

7 E 128 54 3

7 E 128 34 3

7 E 128 14 3

7 E 154 54 6

7 E 154 34 6

7 E 154 14 6

7 E 128 54 0

7 E 128 34 0

7 E 128 14 0

7 E 128 44 3

7 E 128 24 3

7 E 128 04 3

7 E 154 44 6

7 E 154 24 6

7 E 154 04 6

1182 x 24 x 48,5 mm

1044 mm

ca. 0,450 kg

10 Stck.

1182 x 24 x 48,5 mm

1044 mm

ca. 0,500 kg

10 Stck.

1182 x 24 x 48,5 mm

1044 mm

ca. 0,500 kg

10 Stck.
H

 L   

  D  

  B
  

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
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Version without entry for diffusor

Version with entry for diffusor

Notes
Power supply of the lamp via Luxsystem  
AL 10 or AL 11 connecting cable. 
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.
1)	 This lamp is optionally applicable as light-band 
	  final light.

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white



  20.04.04  
SL 20.1
T5 35 W  

SL 20.1

Individual luminaire1)

35 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Individual luminaire1)

35 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Individual luminaire1)

35 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 135 44 0

7 E 135 24 0

7 E 135 04 0

7 E 135 54 3

7 E 135 34 3

7 E 135 14 3

7 E 180 54 6

7 E 180 34 6

7 E 180 14 6

7 E 135 54 0

7 E 135 34 0

7 E 135 14 0

7 E 135 44 3

7 E 135 24 3

7 E 135 04 3

7 E 180 44 6

7 E 180 24 6

7 E 180 04 6

1482 x 24 x 48,5 mm

1344 mm

ca. 0,650 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,750 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,750 kg

10 Stck.
H
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Version without entry for diffusor

Version with entry for diffusor

Notes
Power supply of the lamp via Luxsystem  
AL 10 or AL 11 connecting cable. 
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.
1)	 This lamp is optionally applicable as light-band 
	  final light.

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white



  20.04.05  
SL 20.1
T5 24 W  

SL 20.1

Individual luminaire1)

24 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

7 E 124 44 0

7 E 124 24 0

7 E 124 04 0

7 E 124 54 0

7 E 124 34 0

7 E 124 14 0

582 x 24 x 48,5 mm

444 mm

ca. 0,350 kg

10 Stck.

Version without entry for diffusor

Version with entry for diffusor

H
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Notes
Power supply of the lamp via Luxsystem  
AL 10 or AL 11 connecting cable. 
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.
1)	 This lamp is optionally applicable as light-band 
	  final light.

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white



  20.04.06  
SL 20.1
T5 39 W  

SL 20.1

Individual luminaire1)

39 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Individual luminaire1)

39 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Individual luminaire1)

39 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 139 44 0

7 E 139 24 0

7 E 139 04 0

7 E 139 54 3

7 E 139 34 3

7 E 139 14 3

7 E 139 54 6

7 E 139 34 6

7 E 139 14 6

7 E 139 54 0

7 E 139 34 0

7 E 139 14 0

7 E 139 44 3

7 E 139 24 3

7 E 139 04 3

7 E 139 44 6

7 E 139 24 6

7 E 139 04 6

882 x 24 x 48,5 mm

744 mm

ca. 0,450 kg

10 Stck.

882 x 24 x 48,5 mm

744 mm

ca. 0,500 kg

10 Stck.

882 x 24 x 48,5 mm

744 mm

ca. 0,500 kg

10 Stck.
H
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Version without entry for diffusor

Version with entry for diffusor

Notes
Power supply of the lamp via Luxsystem  
AL 10 or AL 11 connecting cable. 
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.
1)	 This lamp is optionally applicable as light-band 
	  final light.

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white



  20.04.07  
SL 20.1
T5 54 W  

SL 20.1

Individual luminaire1)

54 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Individual luminaire1)

54 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Individual luminaire1)

54 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 154 44 0

7 E 154 24 0

7 E 154 04 0

7 E 154 54 3

7 E 154 34 3

7 E 154 14 3

7 E 154 54 6

7 E 154 34 6

7 E 154 14 6

7 E 154 54 0

7 E 154 34 0

7 E 154 14 0

7 E 154 44 3

7 E 154 24 3

7 E 154 04 3

7 E 154 44 6

7 E 154 24 6

7 E 154 04 6

1182 x 24 x 48,5 mm

1044 mm

ca. 0,600 kg

10 Stck.

1182 x 24 x 48,5 mm

1044 mm

ca. 0,700 kg

10 Stck.

1182 x 24 x 48,5 mm

1044 mm

ca. 0,700 kg

10 Stck.
H
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Version without entry for diffusor

Version with entry for diffusor

Notes
Power supply of the lamp via Luxsystem  
AL 10 or AL 11 connecting cable. 
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.
1)	 This lamp is optionally applicable as light-band 
	  final light.

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white



  20.04.08  
SL 20.1
T5 80 W  

SL 20.1

Individual luminaire1)

80 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Individual luminaire1)

80 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Individual luminaire1)

80 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 180 44 0

7 E 180 24 0

7 E 180 04 0

7 E 180 54 3

7 E 180 34 3

7 E 180 14 3

7 E 180 54 6

7 E 180 34 6

7 E 180 14 6

7 E 180 54 0

7 E 180 34 0

7 E 180 14 0

7 E 180 44 3

7 E 180 24 3

7 E 180 04 3

7 E 180 44 6

7 E 180 24 6

7 E 180 04 6

1482 x 24 x 48,5 mm

1344 mm

ca. 0,600 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,700 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,700 kg

10 Stck.
H
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Version without entry for diffusor

Version with entry for diffusor

Notes
Power supply of the lamp via Luxsystem  
AL 10 or AL 11 connecting cable. 
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.
1)	 This lamp is optionally applicable as light-band 
	  final light.

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white



  20.04.09  
SL 20.1
T5 49 W  

SL 20.1

Individual luminaire1)

49 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Individual luminaire1)

49 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Individual luminaire1)

49 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 149 44 0

7 E 149 24 0

7 E 149 04 0

7 E 149 54 3

7 E 149 34 3

7 E 149 14 3

7 E 180 54 6

7 E 180 34 6

7 E 180 14 6

7 E 149 54 0

7 E 149 34 0

7 E 149 14 0

7 E 149 44 3

7 E 149 24 3

7 E 149 04 3

7 E 180 44 6

7 E 180 24 6

7 E 180 04 6

1482 x 24 x 48,5 mm

1344 mm

ca. 0,600 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,700 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,700 kg

10 Stck.
H
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Version without entry for diffusor

Version with entry for diffusor

Notes
Power supply of the lamp via Luxsystem  
AL 10 or AL 11 connecting cable. 
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.
1)	 This lamp is optionally applicable as light-band 
	  final light.

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white



  20.04.10  
SL 20.1
T5 14 W  

H
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Version without entry for diffusor

Version with entry for diffusor

SL 20.1

Individual luminaire

14 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

7 E 114 45 0

7 E 114 25 0

7 E 114 05 0

7 E 114 55 0

7 E 114 35 0

7 E 114 15 0

582 x 24 x 48,5 mm

444 mm

ca. 0,350 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Notes
Power supply of the lamp via front side mounted  
termination.
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white



  20.04.11  
SL 20.1
T5 21 W  

SL 20.1

Individual luminaire

21 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Individual luminaire

21 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Individual luminaire

21 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 121 45 0

7 E 121 25 0

7 E 121 05 0

7 E 121 55 3

7 E 121 35 3

7 E 121 15 3

7 E 139 55 6

7 E 139 35 6

7 E 139 15 6

7 E 121 55 0

7 E 121 35 0

7 E 121 15 0

7 E 121 45 3

7 E 121 25 3

7 E 121 05 3

7 E 139 45 6

7 E 139 25 6

7 E 139 05 6

882 x 24 x 48,5 mm

744 mm

ca. 0,600 kg

10 Stck.

882 x 24 x 48,5 mm

744 mm

ca. 0,700 kg

10 Stck.

882 x 24 x 48,5 mm

744 mm

ca. 0,700 kg

10 Stck.
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Version without entry for diffusor

Version with entry for diffusor

Notes
Power supply of the lamp via front side mounted  
termination.
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white



  20.04.12  
SL 20.1
T5 28 W  

SL 20.1

Individual luminaire

28 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Individual luminaire

28 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Individual luminaire

28 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 128 45 0

7 E 128 25 0

7 E 128 05 0

7 E 128 55 3

7 E 128 35 3

7 E 128 15 3

7 E 154 55 6

7 E 154 35 6

7 E 154 15 6

7 E 128 55 0

7 E 128 35 0

7 E 128 15 0

7 E 128 45 3

7 E 128 25 3

7 E 128 05 3

7 E 154 45 6

7 E 154 25 6

7 E 154 05 6

1182 x 24 x 48,5 mm

1044 mm

ca. 0,450 kg

10 Stck.

1182 x 24 x 48,5 mm

1044 mm

ca. 0,500 kg

10 Stck.

1182 x 24 x 48,5 mm

1044 mm

ca. 0,500 kg

10 Stck.
H
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Version without entry for diffusor

Version with entry for diffusor

Notes
Power supply of the lamp via front side mounted  
termination.
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white



  20.04.13  
SL 20.1
T5 35 W  

SL 20.1

Individual luminaire

35 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Individual luminaire

35 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Individual luminaire

35 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 135 45 0

7 E 135 25 0

7 E 135 05 0

7 E 135 55 3

7 E 135 35 3

7 E 135 15 3

7 E 180 55 6

7 E 180 35 6

7 E 180 15 6

7 E 135 55 0

7 E 135 35 0

7 E 135 15 0

7 E 135 45 3

7 E 135 25 3

7 E 135 05 3

7 E 180 45 6

7 E 180 25 6

7 E 180 05 6

1482 x 24 x 48,5 mm

1344 mm

ca. 0,650 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,750 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,750 kg

10 Stck.
H
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Version without entry for diffusor

Version with entry for diffusor

Notes
Power supply of the lamp via front side mounted  
termination.
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white



  20.04.14  
SL 20.1
T5 24 W  

SL 20.1

Individual luminaire

24 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

7 E 124 45 0

7 E 124 25 0

7 E 124 05 0

7 E 124 55 0

7 E 124 35 0

7 E 124 15 0

582 x 24 x 48,5 mm

444 mm

ca. 0,350 kg

10 Stck.

Version without entry for diffusor

Version with entry for diffusor
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Notes
Power supply of the lamp via front side mounted  
termination.
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white



  20.04.15  
SL 20.1
T5 39 W  

SL 20.1

Individual luminaire

39 W T5

220 - 240 V, 0 / 50 - 60 Hz

Warmstart < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Individual luminaire

39 W T5

220 - 240 V, 0 / 50 - 60 Hz

Warmstart < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Individual luminaire

39 W T5

220 - 240 V, 0 / 50 - 60 Hz

Warmstart < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 139 45 0

7 E 139 25 0

7 E 139 05 0

7 E 139 55 3

7 E 139 35 3

7 E 139 15 3

7 E 139 55 6

7 E 139 35 6

7 E 139 15 6

7 E 139 55 0

7 E 139 35 0

7 E 139 15 0

7 E 139 45 3

7 E 139 25 3

7 E 139 05 3

7 E 139 45 6

7 E 139 25 6

7 E 139 05 6

882 x 24 x 48,5 mm

744 mm

ca. 0,450 kg

10 Stck.

882 x 24 x 48,5 mm

744 mm

ca. 0,500 kg

10 Stck.

882 x 24 x 48,5 mm

744 mm

ca. 0,500 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Version without entry for diffusor

Version with entry for diffusor
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Notes
Power supply of the lamp via front side mounted  
termination.
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white



  20.04.16  
SL 20.1
T5 54 W  

SL 20.1

Individual luminaire

54 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Individual luminaire

54 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Individual luminaire

54 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 154 45 0

7 E 154 25 0

7 E 154 05 0

7 E 154 55 3

7 E 154 35 3

7 E 154 15 3

7 E 154 55 6

7 E 154 35 6

7 E 154 15 6

7 E 154 55 0

7 E 154 35 0

7 E 154 15 0

7 E 154 45 3

7 E 154 25 3

7 E 154 05 3

7 E 154 45 6

7 E 154 25 6

7 E 154 05 6

1182 x 24 x 48,5 mm

1044 mm

ca. 0,450 kg

10 Stck.

882 x 24 x 48,5 mm

1044 mm

ca. 0,500 kg

10 Stck.

1182 x 24 x 48,5 mm

1044 mm

ca. 0,500 kg

10 Stck.
H
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Version without entry for diffusor

Version with entry for diffusor

Notes
Power supply of the lamp via front side mounted  
termination.
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white



  20.04.17  
SL 20.1
T5 80 W  

SL 20.1

Individual luminaire

80 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Individual luminaire

80 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Individual luminaire

80 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 180 45 0

7 E 180 25 0

7 E 180 05 0

7 E 180 55 3

7 E 180 35 3

7 E 180 15 3

7 E 180 55 6

7 E 180 35 6

7 E 180 15 6

7 E 180 55 0

7 E 180 35 0

7 E 180 15 0

7 E 180 45 3

7 E 180 25 3

7 E 180 05 3

7 E 180 45 6

7 E 180 25 6

7 E 180 05 6

1482 x 24 x 48,5 mm

1344 mm

ca. 0,700 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,700 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,800 kg

10 Stck.
H
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Version without entry for diffusor

Version with entry for diffusor

Notes
Power supply of the lamp via front side mounted  
termination.
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white



  20.04.18  
SL 20.1
T5 49 W  

SL 20.1

Individual luminaire

49 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Individual luminaire

49 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Individual luminaire

49 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 149 45 0

7 E 149 25 0

7 E 149 05 0

7 E 149 55 3

7 E 149 35 3

7 E 149 15 3

7 E 149 55 6

7 E 149 35 6

7 E 149 15 6

7 E 149 55 0

7 E 149 35 0

7 E 149 15 0

7 E 149 45 3

7 E 149 25 3

7 E 149 05 3

7 E 149 45 6

7 E 149 25 6

7 E 149 05 6

1482 x 24 x 48,5 mm

1344 mm

ca. 0,700 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,700 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,800 kg

10 Stck.
H
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Version without entry for diffusor

Version with entry for diffusor

Notes
Power supply of the lamp via front side mounted  
termination.
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white



175

  20.04.19  
SL 20.1
T5 14 W  

SL 20.1

Individual luminaire

14 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

7 E 114 46 0

7 E 114 26 0

7 E 114 06 0                              

7 E 114 56 0

7 E 114 36 0

7 E 114 16 0

582 x 24 x 48,5 mm

444 mm

ca. 0,350 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Version without entry for diffusor

Version with entry for diffusor

Notes
Power supply of the lamp via terminals in  
the bottom of the housing.
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white



  20.04.20  
SL 20.1
T5 21 W  

SL 20.1

Individual luminaire

21 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Individual luminaire

21 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Individual luminaire

21 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 121 46 0

7 E 121 26 0

7 E 121 06 0

7 E 121 56 3

7 E 121 36 3

7 E 121 16 3

7 E 139 56 6

7 E 139 36 6

7 E 139 16 6

7 E 121 56 0

7 E 121 36 0

7 E 121 16 0

7 E 121 46 3

7 E 121 26 3

7 E 121 06 3

7 E 139 46 6

7 E 139 26 6

7 E 139 06 6

882 x 24 x 48,5 mm

744 mm

ca. 0,450 kg

10 Stck.

882 x 24 x 48,5 mm

744 mm

ca. 0,500 kg

10 Stck.

882 x 24 x 48,5 mm

744 mm

ca. 0,500 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Version without entry for diffusor

Version with entry for diffusor

Notes
Power supply of the lamp via terminals in  
the bottom of the housing.
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

175



  20.04.21  
SL 20.1
T5 28 W  

SL 20.1

Individual luminaire

28 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Individual luminaire

28 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Individual luminaire

28 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 128 46 0

7 E 128 26 0

7 E 128 06 0

7 E 128 56 3

7 E 128 36 3

7 E 128 16 3

7 E 154 56 6

7 E 154 36 6

7 E 154 16 6

7 E 128 56 0

7 E 128 36 0

7 E 128 16 0

7 E 128 46 3

7 E 128 26 3

7 E 128 06 3

7 E 154 46 6

7 E 154 26 6

7 E 154 06 6

182 x 24 x 48,5 mm

1044 mm

ca. 0,450 kg

10 Stck.

1182 x 24 x 48,5 mm

1044 mm

ca. 0,500 kg

10 Stck.

1182 x 24 x 48,5 mm

1044 mm

ca. 0,500 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Version without entry for diffusor

Version with entry for diffusor

Notes
Power supply of the lamp via terminals in  
the bottom of the housing.
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

175



  20.04.22  
SL 20.1
T5 35 W  

SL 20.1

Individual luminaire

35 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Individual luminaire

35 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Individual luminaire

35 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 135 46 0

7 E 135 26 0

7 E 135 06 0

7 E 135 56 3

7 E 135 36 3

7 E 135 16 3

7 E 180 56 6

7 E 180 36 6

7 E 180 16 6

7 E 135 56 0

7 E 135 36 0

7 E 135 16 0

7 E 135 46 3

7 E 135 26 3

7 E 135 06 3

7 E 180 46 6

7 E 180 26 6

7 E 180 06 6

1482 x 24 x 48,5 mm

1344 mm

ca. 0,650 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,750 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,750 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Version without entry for diffusor

Version with entry for diffusor

Notes
Power supply of the lamp via terminals in  
the bottom of the housing.
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

175



  20.04.23  
SL 20.1
T5 24 W  

SL 20.1

Individual luminaire

24 W T5

220 - 240 V, 0 / 50 - 60 Hz

Warmstart < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

7 E 124 46 0

7 E 124 26 0

7 E 124 06 0

7 E 124 56 0

7 E 124 36 0

7 E 124 16 0

582 x 24 x 48,5 mm

444 mm

ca. 0,350 kg

10 Stck.

Version without entry for diffusor

Version with entry for diffusor

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Notes
Power supply of the lamp via terminals in  
the bottom of the housing.
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

175



  20.04.24 
SL 20.1
T5 39 W  

SL 20.1

Individual luminaire

39 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Individual luminaire

39 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Individual luminaire

39 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 139 46 0

7 E 139 26 0

7 E 139 06 0

7 E 139 56 3

7 E 139 36 3

7 E 139 16 3

7 E 139 56 6

7 E 139 36 6

7 E 139 16 6

7 E 139 56 0

7 E 139 36 0

7 E 139 16 0

7 E 139 46 3

7 E 139 26 3

7 E 139 06 3

7 E 139 46 6

7 E 139 26 6

7 E 139 06 6

882 x 24 x 48,5 mm

744 mm

ca. 0,450 kg

10 Stck.

882 x 24 x 48,5 mm

744 mm

ca. 0,500 kg

10 Stck.

882 x 24 x 48,5 mm

744 mm

ca. 0,500 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Version without entry for diffusor

Version with entry for diffusor

Notes
Power supply of the lamp via terminals in  
the bottom of the housing.
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

175



  20.04.25  
SL 20.1
T5 54 W  

SL 20.1

Individual luminaire

54 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Individual luminaire

54 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Individual luminaire

54 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 154 46 0

7 E 154 26 0

7 E 154 06 0

7 E 154 56 3

7 E 154 36 3

7 E 154 16 3

7 E 154 56 6

7 E 154 36 6

7 E 154 16 6

7 E 154 56 0

7 E 154 36 0

7 E 154 16 0

7 E 154 46 3

7 E 154 26 3

7 E 154 06 3

7 E 154 46 6

7 E 154 26 6

7 E 154 06 6

1182 x 24 x 48,5 mm

1044 mm

ca. 0,600 kg

10 Stck.

1182 x 24 x 48,5 mm

1044 mm

ca. 0,700 kg

10 Stck.

1182 x 24 x 48,5 mm

1044 mm

ca. 0,700 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Version without entry for diffusor

Version with entry for diffusor

Notes
Power supply of the lamp via terminals in  
the bottom of the housing.
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

175



  20.04.26  
SL 20.1
T5 80 W  

SL 20.1

Individual luminaire

80 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Individual luminaire

54 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Individual luminaire

80 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 180 46 0

7 E 180 26 0

7 E 180 06 0

7 E 180 56 3

7 E 180 36 3

7 E 180 16 3

7 E 180 56 6

7 E 180 36 6

7 E 180 16 6

7 E 180 56 0

7 E 180 36 0

7 E 180 16 0

7 E 180 46 3

7 E 180 26 3

7 E 180 06 3

7 E 180 46 6

7 E 180 26 6

7 E 180 06 6

1482 x 24 x 48,5 mm

1344 mm

ca. 0,700 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,800 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,800 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Version without entry for diffusor

Version with entry for diffusor

Notes
Power supply of the lamp via terminals in  
the bottom of the housing.
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

175



  20.04.27  
SL 20.1
T5 49 W  

SL 20.1

Individual luminaire

49 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Individual luminaire

49 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Individual luminaire

49 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 149 46 0

7 E 149 26 0

7 E 149 06 0

7 E 149 56 3

7 E 149 36 3

7 E 149 16 3

7 E 180 56 6

7 E 180 36 6

7 E 180 16 6

7 E 149 56 0

7 E 149 36 0

7 E 149 16 0

7 E 149 46 3

7 E 149 26 3

7 E 149 06 3

7 E 180 46 6

7 E 180 26 6

7 E 180 06 6

1482 x 24 x 48,5 mm

1344 mm

ca. 0,600 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,700 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,700 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Version without entry for diffusor

Version with entry for diffusor

Notes
Power supply of the lamp via terminals in  
the bottom of the housing.
Various lamp shades are available as accessory.  
For this, the lamps are equipped with fitting case covers. 
The corresponding stock number can be found in 
the list above.
Suitable for motion sensor use.

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

175



  20.04.28  
SL 20.1
T5 14 W  

SL 20.1

Luminaire for strip lighting

14 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

7 E 114 40 0

7 E 114 20 0

7 E 114 00 0

7 E 114 50 0

7 E 114 30 0

7 E 114 10 0

582 x 24 x 48,5 mm

444 mm

ca. 0,350 kg

10 Stck.

Version without entry for diffusor

Version with entry for diffusor

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

Notes
Power supply of the lamp via Luxsystem AL 10 or 
AL 11 connecting cable. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers. 
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.

H

 L   

  D  

  B
  



  20.04.29  
SL 20.1
T5 21 W  

H

 L   

  D  

  B
  

SL 20.1

Luminaire for strip lighting

21 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Luminaire for strip lighting

21 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Luminaire for strip lighting

21 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 121 40 0

7 E 121 20 0

7 E 121 00 0

7 E 121 50 3

7 E 121 30 3

7 E 121 10 3

7 E 139 50 6

7 E 139 30 6

7 E 139 10 6

7 E 121 50 0

7 E 121 30 0

7 E 121 10 0

7 E 121 40 3

7 E 121 20 3

7 E 121 00 3

7 E 139 40 6

7 E 139 20 6

7 E 139 00 6

882 x 24 x 48,5 mm

744 mm

ca. 0,450 kg

10 Stck.

882 x 24 x 48,5 mm

744 mm

ca. 0,500 kg

10 Stck.

882 x 24 x 48,5 mm

744 mm

ca. 0,500 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Version without entry for diffusor

Version with entry for diffusor

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

Notes
Power supply of the lamp via Luxsystem AL 10 or 
AL 11 connecting cable. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers. 
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.



  20.04.30  
SL 20.1
T5 28 W  

H

 L   

  D  

  B
  

SL 20.1

Luminaire for strip lighting

28 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Luminaire for strip lighting

28 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Luminaire for strip lighting

28 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 128 40 0

7 E 128 20 0

7 E 128 00 0

7 E 128 50 3

7 E 128 30 3

7 E 128 10 3

7 E 154 50 6

7 E 154 30 6

7 E 154 10 6

7 E 128 50 0

7 E 128 30 0

7 E 128 10 0

7 E 128 40 3

7 E 128 20 3

7 E 128 00 3

7 E 154 40 6

7 E 154 20 6

7 E 154 00 6

1182 x 24 x 48,5 mm

1044 mm

ca. 0,450 kg

10 Stck.

1182 x 24 x 48,5 mm

1044 mm

ca. 0,500 kg

10 Stck.

1182 x 24 x 48,5 mm

1044 mm

ca. 0,500 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Version without entry for diffusor

Version with entry for diffusor

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

Notes
Power supply of the lamp via Luxsystem AL 10 or 
AL 11 connecting cable. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers. 
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.



  20.04.31  
SL 20.1
T5 35 W  

H

 L   

  D  

  B
  

SL 20.1

Luminaire for strip lighting

35 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Luminaire for strip lighting

35 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Luminaire for strip lighting

35 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 135 40 0

7 E 135 20 0

7 E 135 00 0

7 E 135 50 3

7 E 135 30 3

7 E 135 10 3

7 E 180 50 6

7 E 180 30 6

7 E 180 10 6

7 E 135 50 0

7 E 135 30 0

7 E 135 10 0

7 E 135 40 3

7 E 135 20 3

7 E 135 00 3

7 E 180 40 6

7 E 180 20 6

7 E 180 00 6

1482 x 24 x 48,5 mm

1344 mm

ca. 0,650 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,750 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,750 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Version without entry for diffusor

Version with entry for diffusor

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

Notes
Power supply of the lamp via Luxsystem AL 10 or 
AL 11 connecting cable. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers. 
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.



  20.04.32  
SL 20.1
T5 24 W  

H

 L   

  D  

  B
  

SL 20.1

Luminaire for strip lighting

24 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

7 E 124 40 0

7 E 124 20 0

7 E 124 00 0

7 E 124 50 0

7 E 124 30 0

7 E 124 10 0

582 x 24 x 48,5 mm

444 mm

ca. 0,350 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Version without entry for diffusor

Version with entry for diffusor

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

Notes
Power supply of the lamp via Luxsystem AL 10 or 
AL 11 connecting cable. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers. 
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.



  20.04.33  
SL 20.1
T5 39 W  

H

 L   

  D  

  B
  

SL 20.1

Luminaire for strip lighting

39 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Luminaire for strip lighting

39 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Luminaire for strip lighting

39 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 139 40 0

7 E 139 20 0

7 E 139 00 0

7 E 139 50 3

7 E 139 30 3

7 E 139 10 3

7 E 139 50 6

7 E 139 30 6

7 E 139 10 6

7 E 139 50 0

7 E 139 30 0

7 E 139 10 0

7 E 139 40 3

7 E 139 20 3

7 E 139 00 3

7 E 139 40 6

7 E 139 20 6

7 E 139 00 6

882 x 24 x 48,5 mm

744 mm

ca. 0,450 kg

10 Stck.

882 x 24 x 48,5 mm

744 mm

ca. 0,500 kg

10 Stck.

882 x 24 x 48,5 mm

744 mm

ca. 0,500 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Version without entry for diffusor

Version with entry for diffusor

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

Notes
Power supply of the lamp via Luxsystem AL 10 or 
AL 11 connecting cable. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers. 
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.



  20.04.34  
SL 20.1
T5 54 W  

H

 L   

  D  

  B
  

SL 20.1

Luminaire for strip lighting

54 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Luminaire for strip lighting

54 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Luminaire for strip lighting

54 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 154 40 0

7 E 154 20 0

7 E 154 00 0

7 E 154 50 3

7 E 154 30 3

7 E 154 10 3

7 E 154 50 6

7 E 154 30 6

7 E 154 10 6

7 E 154 50 0

7 E 154 30 0

7 E 154 10 0

7 E 154 40 3

7 E 154 20 3

7 E 154 00 3

7 E 154 40 6

7 E 154 20 6

7 E 154 00 6

1182 x 24 x 48,5 mm

1044 mm

ca. 0,600 kg

10 Stck.

1182 x 24 x 48,5 mm

1044 mm

ca. 0,700 kg

10 Stck.

1182 x 24 x 48,5 mm

1044 mm

ca. 0,700 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
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Version without entry for diffusor

Version with entry for diffusor

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

Notes
Power supply of the lamp via Luxsystem AL 10 or 
AL 11 connecting cable. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers. 
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.



  20.04.35  
SL 20.1
T5 80 W  

H

 L   

  D  

  B
  

SL 20.1

Luminaire for strip lighting

80 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Luminaire for strip lighting

80 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Luminaire for strip lighting

80 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 180 40 0

7 E 180 20 0

7 E 180 00 0

7 E 180 50 3

7 E 180 30 3

7 E 180 10 3

7 E 180 50 6

7 E 180 30 6

7 E 180 10 6

7 E 180 50 0

7 E 180 30 0

7 E 180 10 0

7 E 180 50 3

7 E 180 30 3

7 E 180 10 3

7 E 180 40 6

7 E 180 20 6

7 E 180 00 6

1482 x 24 x 48,5 mm

1344 mm

ca. 0,700 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,800 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,800 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
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Version without entry for diffusor

Version with entry for diffusor

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

Notes
Power supply of the lamp via Luxsystem AL 10 or 
AL 11 connecting cable. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers. 
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.



  20.04.36  
SL 20.1
T5 49 W  

H

 L   

  D  

  B
  

SL 20.1

Luminaire for strip lighting

49 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Luminaire for strip lighting

49 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Luminaire for strip lighting

49 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 149 40 0

7 E 149 20 0

7 E 149 00 0

7 E 149 50 3

7 E 149 30 3

7 E 149 10 3

7 E 180 50 6

7 E 180 30 6

7 E 180 10 6

7 E 149 50 0

7 E 149 30 0

7 E 149 10 0

7 E 149 40 3

7 E 149 20 3

7 E 149 00 3

7 E 180 40 6

7 E 180 20 6

7 E 180 00 6

1482 x 24 x 48,5 mm

1344 mm

ca. 0,600 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,700 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,700 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Version without entry for diffusor

Version with entry for diffusor

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

Notes
Power supply of the lamp via Luxsystem AL 10 or 
AL 11 connecting cable. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers. 
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.



  20.04.37  
SL 20.1
T5 14 W  

SL 20.1

Luminaire for strip lighting

14 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

7 E 114 41 0

7 E 114 21 0

7 E 114 01 0

7 E 114 51 0

7 E 114 31 0

7 E 114 11 0

582 x 24 x 48,5 mm

444 mm

ca. 0,350 kg

10 Stck.

Version without entry for diffusor

Version with entry for diffusor

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

Notes
Power supply of the lamp via front side mounted  
termination. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers.
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.

H

 L   

  D  

  B
  



  20.04.38  
SL 20.1
T5 21 W  

SL 20.1

Luminaire for strip lighting

21 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Luminaire for strip lighting

21 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Luminaire for strip lighting

21 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 121 41 0

7 E 121 21 0

7 E 121 01 0

7 E 121 51 3

7 E 121 31 3

7 E 121 11 3

7 E 139 51 6

7 E 139 31 6

7 E 139 11 6

7 E 121 51 0

7 E 121 31 0

7 E 121 11 0

7 E 121 41 3

7 E 121 21 3

7 E 121 01 3

7 E 139 41 6

7 E 139 21 6

7 E 139 01 6

882 x 24 x 48,5 mm

744 mm

ca. 0,450 kg

10 Stck.

882 x 24 x 48,5 mm

744 mm

ca. 0,500 kg

10 Stck.

882 x 24 x 48,5 mm

744 mm

ca. 0,500 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
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Version without entry for diffusor

Version with entry for diffusor

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

H

 L   

  D  

  B
  

Notes
Power supply of the lamp via front side mounted  
termination. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers.
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.



  20.04.39  
SL 20.1
T5 28 W  

SL 20.1

Luminaire for strip lighting

28 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Luminaire for strip lighting

28 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Luminaire for strip lighting

28 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 128 41 0

7 E 128 21 0

7 E 128 01 0

7 E 128 51 3

7 E 128 31 3

7 E 128 11 3

7 E 154 51 6

7 E 154 31 6

7 E 154 11 6

7 E 128 51 0

7 E 128 31 0

7 E 128 11 0

7 E 128 41 3

7 E 128 21 3

7 E 128 01 3

7 E 154 41 6

7 E 154 21 6

7 E 154 01 6

1182 x 24 x 48,5 mm

1044 mm

ca. 0,450 kg

10 Stck.

1182 x 24 x 48,5 mm

1044 mm

ca. 0,500 kg

10 Stck.

1182 x 24 x 48,5 mm

1044 mm

ca. 0,500 kg

10 Stck.
H

 L   

  D  

  B
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Version without entry for diffusor

Version with entry for diffusor

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

Notes
Power supply of the lamp via front side mounted  
termination. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers.
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.



  20.04.40  
SL 20.1
T5 35 W  

SL 20.1

Luminaire for strip lighting

35 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Luminaire for strip lighting

35 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Luminaire for strip lighting

35 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 135 41 0

7 E 135 21 0

7 E 135 01 0

7 E 135 51 3

7 E 135 31 3

7 E 135 11 3

7 E 180 51 6

7 E 180 31 6

7 E 180 11 6

7 E 135 51 0

7 E 135 31 0

7 E 135 11 0

7 E 135 41 3

7 E 135 21 3

7 E 135 01 3

7 E 180 41 6

7 E 180 21 6

7 E 180 01 6

1482 x 24 x 48,5 mm

1344 mm

ca. 0,650 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,750 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,750 kg

10 Stck.
H

 L   

  D  

  B
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Version without entry for diffusor

Version with entry for diffusor

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

Notes
Power supply of the lamp via front side mounted  
termination. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers.
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.



  20.04.41  
SL 20.1
T5 24 W  

SL 20.1

Luminaire for strip lighting

24 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

7 E 124 41 0

7 E 124 21 0

7 E 124 01 0

7 E 124 51 0

7 E 124 31 0

7 E 124 11 0

582 x 24 x 48,5 mm

444 mm

ca. 0,350 kg

10 Stck.
H

 L   

  D  

  B
  

Version without entry for diffusor

Version with entry for diffusor

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
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Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

Notes
Power supply of the lamp via front side mounted  
termination. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers.
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.



  20.04.42  
SL 20.1
T5 39 W  

SL 20.1

Luminaire for strip lighting

39 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Luminaire for strip lighting

39 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Luminaire for strip lighting

39 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 139 41 0

7 E 139 21 0

7 E 139 01 0

7 E 139 51 3

7 E 139 31 3

7 E 139 11 3

7 E 139 51 6

7 E 139 31 6

7 E 139 11 6

7 E 139 51 0

7 E 139 31 0

7 E 139 11 0

7 E 139 41 3

7 E 139 21 3

7 E 139 01 3

7 E 139 41 6

7 E 139 21 6

7 E 139 01 6

882 x 24 x 48,5 mm

744 mm

ca. 0,450 kg

10 Stck.

882 x 24 x 48,5 mm

744 mm

ca. 0,500 kg

10 Stck.

882 x 24 x 48,5 mm

744 mm

ca. 0,500 kg

10 Stck.
H

 L   

  D  

  B
  

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
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Version without entry for diffusor

Version with entry for diffusor

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

Notes
Power supply of the lamp via front side mounted  
termination. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers.
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.



  20.04.43  
SL 20.1
T5 54 W  

SL 20.1

Luminaire for strip lighting

54 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Luminaire for strip lighting

54 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Luminaire for strip lighting

54 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 154 41 0

7 E 154 21 0

7 E 154 01 0

7 E 154 51 3

7 E 154 31 3

7 E 154 11 3

7 E 154 51 6

7 E 154 31 6

7 E 154 11 6

7 E 154 51 0

7 E 154 31 0

7 E 154 11 0

7 E 154 41 3

7 E 154 21 3

7 E 154 01 3

7 E 154 41 6

7 E 154 21 6

7 E 154 01 6

1182 x 24 x 48,5 mm

1044 mm

ca. 0,600 kg

10 Stck.

1182 x 24 x 48,5 mm

1044 mm

ca. 0,700 kg

10 Stck.

1182 x 24 x 48,5 mm

1044 mm

ca. 0,700 kg

10 Stck.
H

 L   

  D  

  B
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Version without entry for diffusor

Version with entry for diffusor

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

Notes
Power supply of the lamp via front side mounted  
termination. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers.
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.



  20.04.44  
SL 20.1
T5 80 W  

SL 20.1

Luminaire for strip lighting

80 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Luminaire for strip lighting

80 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Luminaire for strip lighting

80 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 180 41 0

7 E 180 21 0

7 E 180 01 0

7 E 180 51 3

7 E 180 31 3

7 E 180 11 3

7 E 180 51 6

7 E 180 31 6

7 E 180 11 6

7 E 180 51 0

7 E 180 31 0

7 E 180 11 0

7 E 180 41 3

7 E 180 21 3

7 E 180 01 3

7 E 180 41 6

7 E 180 21 6

7 E 180 01 6

1482 x 24 x 48,5 mm

1344 mm

ca. 0,700 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,800 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,800 kg

10 Stck.
H

 L   

  D  

  B
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Version without entry for diffusor

Version with entry for diffusor

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

Notes
Power supply of the lamp via front side mounted  
termination. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers.
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.



  20.04.45  
SL 20.1
T5 49 W  

SL 20.1

Luminaire for strip lighting

49 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Luminaire for strip lighting

49 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Luminaire for strip lighting

49 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 149 41 0

7 E 149 21 0

7 E 149 01 0

7 E 149 51 3

7 E 149 31 3

7 E 149 11 3

7 E 180 51 6

7 E 180 31 6

7 E 180 11 6

7 E 149 51 0

7 E 149 31 0

7 E 149 11 0

7 E 149 41 3

7 E 149 21 3

7 E 149 01 3

7 E 180 41 6

7 E 180 21 6

7 E 180 01 6

1482 x 24 x 48,5 mm

1344 mm

ca. 0,600 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,700 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,700 kg

10 Stck.
H
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  D  

  B
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Version without entry for diffusor

Version with entry for diffusor

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

Notes
Power supply of the lamp via front side mounted  
termination. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers.
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.



  20.04.46  
SL 20.1
T5 14 W  

SL 20.1

Luminaire for strip lighting

14 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

7 E 114 43 0

7 E 114 23 0

7 E 114 03 0

7 E 114 53 0

7 E 114 33 0

7 E 114 13 0

582 x 24 x 48,5 mm

444 mm

ca. 0,350 kg

10 Stck.

Version without entry for diffusor

Version with entry for diffusor

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

Notes
Power supply of the lamp via terminals in  
the bottom of the housing. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers.
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.

H
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  D  

  B
  

175



  20.04.47  
SL 20.1
T5 21 W  

SL 20.1

Luminaire for strip lighting

21 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Luminaire for strip lighting

21 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Luminaire for strip lighting

21 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 121 43 0

7 E 121 23 0

7 E 121 03 0

7 E 121 53 3

7 E 121 33 3

7 E 121 13 3

7 E 139 53 6

7 E 139 33 6

7 E 139 13 6

7 E 121 53 0

7 E 121 33 0

7 E 121 13 0

7 E 121 43 3

7 E 121 23 3

7 E 121 03 3

7 E 139 43 6

7 E 139 23 6

7 E 139 03 6

882 x 24 x 48,5 mm

744 mm

ca. 0,450 kg

10 Stck.

882 x 24 x 48,5 mm

744 mm

ca. 0,500 kg

10 Stck.

882 x 24 x 48,5 mm

744 mm

ca. 0,500 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
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Version without entry for diffusor

Version with entry for diffusor

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

H

 L   

  D  

  B
  

175

Notes
Power supply of the lamp via terminals in  
the bottom of the housing. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers.
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.



  20.04.48  
SL 20.1
T5 28 W  

SL 20.1

Luminaire for strip lighting

28 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Luminaire for strip lighting

28 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Luminaire for strip lighting

28 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 128 43 0

7 E 128 23 0

7 E 128 03 0

7 E 128 53 3

7 E 128 33 3

7 E 128 13 3

7 E 154 53 6

7 E 154 33 6

7 E 154 13 6

7 E 128 53 0

7 E 128 33 0

7 E 128 13 0

7 E 128 43 3

7 E 128 23 3

7 E 128 03 3

7 E 154 43 6

7 E 154 23 6

7 E 154 03 6

1182 x 24 x 48,5 mm

1044 mm

ca. 0,450 kg

10 Stck.

1182 x 24 x 48,5 mm

1044 mm

ca. 0,500 kg

10 Stck.

1182 x 24 x 48,5 mm

1044 mm

ca. 0,500 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
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Version without entry for diffusor

Version with entry for diffusor

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

H

 L   

  D  

  B
  

175

Notes
Power supply of the lamp via terminals in  
the bottom of the housing. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers.
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.



  20.04.49  
SL 20.1
T5 35 W  

SL 20.1

Luminaire for strip lighting

35 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Luminaire for strip lighting

35 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Luminaire for strip lighting

35 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 135 43 0

7 E 135 23 0

7 E 135 03 0

7 E 135 53 3

7 E 135 33 3

7 E 135 13 3

7 E 180 53 6

7 E 180 33 6

7 E 180 13 6

7 E 135 53 0

7 E 135 33 0

7 E 135 13 0

7 E 135 43 3

7 E 135 23 3

7 E 135 03 3

7 E 180 43 6

7 E 180 23 6

7 E 180 03 6

1482 x 24 x 48,5 mm

1344 mm

ca. 0,650 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,750 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,750 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
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Version without entry for diffusor

Version with entry for diffusor

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

H

 L   

  D  

  B
  

175

Notes
Power supply of the lamp via terminals in  
the bottom of the housing. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers.
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.



  20.04.50  
SL 20.1
T5 24 W  

SL 20.1

Luminaire for strip lighting

24 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

7 E 124 43 0

7 E 124 23 0

7 E 124 03 0

7 E 124 53 0

7 E 124 33 0

7 E 124 13 0

582 x 24 x 48,5 mm

444 mm

ca. 0,350 kg

10 Stck.

Version without entry for diffusor

Version with entry for diffusor

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

H

 L   

  D  

  B
  

175

Notes
Power supply of the lamp via terminals in  
the bottom of the housing. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers.
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.



  20.04.51  
SL 20.1
T5 39 W  

SL 20.1

Luminaire for strip lighting

39 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Luminaire for strip lighting

39 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Luminaire for strip lighting

39 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 139 43 0

7 E 139 23 0

7 E 139 03 0

7 E 139 53 3

7 E 139 33 3

7 E 139 13 3

7 E 139 53 6

7 E 139 33 6

7 E 139 13 6

7 E 139 53 0

7 E 139 33 0

7 E 139 13 0

7 E 139 43 3

7 E 139 23 3

7 E 139 03 3

7 E 139 43 6

7 E 139 23 6

7 E 139 03 6

882 x 24 x 48,5 mm

744 mm

ca. 0,450 kg

10 Stck.

882 x 24 x 48,5 mm

744 mm

ca. 0,500 kg

10 Stck.

882 x 24 x 48,5 mm

744 mm

ca. 0,500 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
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Version without entry for diffusor

Version with entry for diffusor

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

H

 L   

  D  

  B
  

175

Notes
Power supply of the lamp via terminals in  
the bottom of the housing. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers.
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.



  20.04.52  
SL 20.1
T5 54 W  

SL 20.1

Luminaire for strip lighting

54 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Luminaire for strip lighting

54 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Luminaire for strip lighting

54 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 154 43 0

7 E 154 23 0

7 E 154 03 0

7 E 154 53 3

7 E 154 33 3

7 E 154 13 3

7 E 154 53 6

7 E 154 33 6

7 E 154 13 6

7 E 154 53 0

7 E 154 33 0

7 E 154 13 0

7 E 154 43 3

7 E 154 23 3

7 E 154 03 3

7 E 154 43 6

7 E 154 23 6

7 E 154 03 6

1182 x 24 x 48,5 mm

1044 mm

ca. 0,600 kg

10 Stck.

1182 x 24 x 48,5 mm

1044 mm

ca. 0,700 kg

10 Stck.

1182 x 24 x 48,5 mm

1044 mm

ca. 0,700 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
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Version without entry for diffusor

Version with entry for diffusor

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

H

 L   

  D  

  B
  

175

Notes
Power supply of the lamp via terminals in  
the bottom of the housing. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers.
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.



  20.04.53  
SL 20.1
T5 80 W  

SL 20.1

Luminaire for strip lighting

80 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Luminaire for strip lighting

80 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Luminaire for strip lighting

80 W T5

220 - 240 V, 0 / 50 - 60 Hz

Preheat start < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 180 43 0

7 E 180 23 0

7 E 180 03 0

7 E 180 53 3

7 E 180 33 3

7 E 180 13 3

7 E 180 53 6

7 E 180 33 6

7 E 180 13 6

7 E 180 53 0

7 E 180 33 0

7 E 180 13 0

7 E 180 43 3

7 E 180 23 3

7 E 180 03 3

7 E 180 43 6

7 E 180 23 6

7 E 180 03 6

1482 x 24 x 48,5 mm

1344 mm

ca. 0,700 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,800 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,800 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
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Version without entry for diffusor

Version with entry for diffusor

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

H

 L   

  D  

  B
  

175

Notes
Power supply of the lamp via terminals in  
the bottom of the housing. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers.
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.



  20.04.54  
SL 20.1
T5 49 W  

SL 20.1

Luminaire for strip lighting

49 W T5

220 - 240 V, 0 / 50 - 60 Hz

Warmstart < 1,0 s

ta = -15 - 40 °C

IP 20 IEC 60598

not applicable

not applicable

Alu, silver anodized

SL 20.1 dim 1 - 10 V

Luminaire for strip lighting

49 W T5

220 - 240 V, 0 / 50 - 60 Hz

Warmstart < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

1 - 10 V / 0,2 mA max.

3..100%

Alu, silver anodized

SL 20.1 dim DALI

Luminaire for strip lighting

49 W T5

220 - 240 V, 0 / 50 - 60 Hz

Warmstart < 1,0 s

ta = 10 - 40 °C

IP 20 IEC 60598

3..100%

Alu, silver anodized

7 E 149 43 0

7 E 149 23 0

7 E 149 03 0

7 E 149 53 3

7 E 149 33 3

7 E 149 13 3

7 E 180 53 6

7 E 180 33 6

7 E 180 13 6

7 E 149 53 0

7 E 149 33 0

7 E 149 13 0

7 E 149 43 3

7 E 149 23 3

7 E 149 03 3

7 E 180 43 6

7 E 180 23 6

7 E 180 03 6

1482 x 24 x 48,5 mm

1344 mm

ca. 0,600 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,700 kg

10 Stck.

1482 x 24 x 48,5 mm

1344 mm

ca. 0,700 kg

10 Stck.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
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Version without entry for diffusor

Version with entry for diffusor

Specifications

Dimensions

Order no.

Order no.

Luminairy type

Luminairy model

Lamp type

Mains voltage

Start of the lamp

Ambient temperature range

Protection class

Approvals

Interface

Dimming range

Body

Length x Width x Height

Distance between fixing holes D

Weight

Batch

black

gray

white

black

gray

white

H

 L   

  D  

  B
  

175

Notes
Power supply of the lamp via terminals in  
the bottom of the housing. 
Various lamp shades are available as accessory. 
For this, the lamps are equipped with fitting case 
covers.
The corresponding stock number can be found in 
the list above. 
The luminaires are equipped with a movable plug-
in connector; no skilled electrician is required for 
installation.
Interconnecting wiring is a standard feature of 
these luminaires.
Suitable for motion sensor use.



  20.05.01

56 mm

24 mm

27 mm

33 mm

Length Order no.

AL 10

220 - 240 V, 0 / 50 - 60 Hz

- 15 - 40 °C

IP 20

Plug-in connector1)

L = 1000 mm

L = 1000 mm

L = 2000 mm

L = 2000 mm

L = 5000 mm

L = 5000 mm

5 D 100 02 0

5 D 100 42 0

5 D 100 03 0

5 D 100 43 0

5 D 100 04 0

5 D 100 44 0

1) The plug-in connector must be screwed on.

Accessories 
Connecting
cable AL 10

Type

Supply voltage

Temperature range

Protection class

Approval

Connection type

Length L1

Width B

Height H

Distance between fixing holes D

Specifications

Dimensions

Cable

Cable H05VV, 3-pole

Cable H05VV, 5-pole

Cable H05VV, 3-pole

Cable H05VV, 5-pole

Cable H05VV, 3-pole

Cable H05VV, 5-pole

Notes

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
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VL 10

220 - 240 V, 0 / 50 - 60 Hz

- 15 - 40 °C

IP 20

Plug-in connector1)

56 mm

24 mm

27 mm

33 mm

Length Order no.

L = 200 mm

L = 200 mm

L = 300 mm

L = 300 mm

L = 500 mm

L = 500 mm

L = 600 mm

L = 600 mm

L = 900 mm

L = 900 mm

L = 1000 mm

L = 1000 mm

L = 1200 mm

L = 1200 mm

5 D 100 32 0

5 D 100 72 0

5 D 100 31 0

5 D 100 71 0

5 D 100 30 0

5 D 100 70 0

5 D 100 29 0

5 D 100 69 0

5 D 100 28 0

5 D 100 68 0

5 D 100 27 0

5 D 100 67 0

5 D 100 26 0

5 D 100 66 0

The VL 10 is also available with special cable lengths.
L is the length with elongated cable, however, there
may be an upper deviation of up to 5 mm caused by
production.
1) The plug-in connector must be screwed on.

Accessories 
Connection
cable VL 10

Type

Supply voltage

Temperature range

Protection class

Approval

Connection type

Length L1

Width B

Height H

Distance between fixing holes D

Cable H05VV, 3-pole

Cable H05VV, 5-pole

Cable H05VV, 3-pole

Cable H05VV, 5-pole

Cable H05VV, 3-pole

Cable H05VV, 5-pole

Cable H05VV, 3-pole

Cable H05VV, 5-pole

Cable H05VV, 3-pole

Cable H05VV, 5-pole

Cable H05VV, 3-pole

Cable H05VV, 5-pole

Cable H05VV, 3-pole

Cable H05VV, 5-pole

Specifications

Dimensions

Cable

Notes

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
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AL 11

220 - 240 V, 0 / 50 - 60 Hz

- 15 - 40 °C

IP 20

Plug-in connector1)

Length Order no.

L = 1000 mm

L = 1000 mm

L = 2000 mm

L = 2000 mm

L = 5000 mm

L = 5000 mm

5 D 100 11 0

5 D 100 51 0

5 D 100 12 0

5 D 100 52 0

5 D 100 13 0

5 D 100 53 0

37 mm

22 mm

Type

Supply voltage

Temperature range

Protection class

Approval

Connection type

Length L1

Aperture D

Specifications

Dimensions

Cable

Cable H05VV, 3-pole

Cable H05VV, 5-pole

Cable H05VV, 3-pole

Cable H05VV, 5-pole

Cable H05VV, 3-pole

Cable H05VV, 5-pole

Notes
1) The plug-in connector has a locking mechanism,
    no tool is required for unlocking it.

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
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Accessories 
Connecting
cable AL 11
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VL 11

220 - 240 V, 0 / 50 - 60 Hz

- 15 - 40 °C

IP 20

Plug-in connector1)

Length Order no.

37 mm

22 mm

The VL 11 iis also available with special cable lengths.
L is the length with elongated cable, however, there
may be an upper deviation of up to 5 mm caused by
production.
1) The plug-in connector has a locking mechanism,
    no tool is required for unlocking it.

L = 200 mm

L = 200 mm

L = 300 mm

L = 300 mm

L = 500 mm

L = 500 mm

L = 600 mm

L = 600 mm

L = 900 mm

L = 900 mm

L = 1000 mm

L = 1000 mm

L = 1200 mm

L = 1200 mm

5 D 100 22 0

5 D 100 62 0

5 D 100 21 0

5 D 100 61 0

5 D 100 20 0

5 D 100 60 0

5 D 100 19 0

5 D 100 59 0

5 D 100 18 0

5 D 100 58 0

5 D 100 17 0

5 D 100 57 0

5 D 100 16 0

5 D 100 56 0

Accessories 
Connection
cable VL 11

Type

Supply voltage

Temperature range

Protection class

Approval

Connection type

Length L1

Aperture D

Specifications

Dimensions

Cable

Cable H05VV, 3-pole

Cable H05VV, 5-pole

Cable H05VV, 3-pole

Cable H05VV, 5-pole

Cable H05VV, 3-pole

Cable H05VV, 5-pole

Cable H05VV, 3-pole

Cable H05VV, 5-pole

Cable H05VV, 3-pole

Cable H05VV, 5-pole

Cable H05VV, 3-pole

Cable H05VV, 5-pole

Cable H05VV, 3-pole

Cable H05VV, 5-pole

Notes

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
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Diffusor1) 

Diffusor for luminaire  SL 20.1, 14 - 80 W

Polycarbonate

Dimensions

L x B x H

L x B x H

L x B x H

L x B x H

Order no.

4 Q 10 001

4 Q 10 002

4 Q 10 003

4 Q 10 004

Type

Application

Material

Make: crystal clear, prism

543 x 24 x 21 mm

843 x 24 x 21 mm

1142 x 24 x 21 mm

1442 x 24 x 21 mm

Application

SL 20, 14 W / 24 W

SL 20, 21 W / 39 W

SL 20, 28 W / 54 W

SL 20, 35 W / 49 W / 80 W

Application

SL 20, 14 W / 24 W

SL 20, 21 W / 39 W

SL 20, 28 W / 54 W

SL 20, 35 W / 49 W / 80 W

Application

SL 20, 14 W / 24 W

SL 20, 21 W / 39 W

SL 20, 28 W / 54 W

SL 20, 35 W / 49 W / 80 W

Dimensions

L x B x H

L x B x H

L x B x H

L x B x H

Dimensions

L x B x H

L x B x H

L x B x H

L x B x H

543 x 24 x 21 mm

843 x 24 x 21 mm

1142 x 24 x 21 mm

1442 x 24 x 21 mm

543 x 24 x 21 mm

843 x 24 x 21 mm

1142 x 24 x 21 mm

1442 x 24 x 21 mm

Order no.

4 Q 11 001

4 Q 11 002

4 Q 11 003

4 Q 11 004

Order no.

4 Q 12 001

4 Q 12 002

4 Q 12 003

4 Q 12 004

Make: crystal clear

Make: opalescence

Specifications

Accessories 
Diffusor for
SL 20.1

Notes
1) Diffusor convert the light distribution curve.
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Luminaire suspension, height-adjustable

Suspension with blanket mounting for SL 20.1

3 m

Type 

Application

Length

Order no.

Set (2 Stck.) 8 B 000 02 0

Notes
A hang out of complete assembly is delivered as full set. 
Fastening fixtures (bolt and anchor) don´t belong to the scope 
of delivery.

Specifications

Accessories 
Luminaire 
suspension
for SL 20.1

HADLER GmbH · Fritzlarer Straße 19 · D-34587 Felsberg-Neuenbrunslar
Tel.: +49(0)5662/9399-0 · Fax: +49(0)5662/9399-29 · www.luxsystem.de · info@hadler-gmbh.de


