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LEOPOLDINA-KRANKENHAUS
LEOPOLDINA HOSPITAL

Bauherr Property owner
Leopoldina-Krankenhaus der Stadt Schweinfurt GmbH

Lichtplanung Light planning
Ingenieurburo Pfister

Ort Location
Schweinfurt

Leuchtentyp Luminaire type
SL 20.2
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Das Leopoldina-Krankenhaus vertraut bei der Treppenhaus
Beleuchtung auf die Lichtleiste 20.2

Stadtebaulich orientiert sich die 2014 abgeschlossene Erweiterung
der Psychosomatischen Klinik am bestehenden Umfeld des Leopol-
dina-Krankenhauses und ist parallel zum Haupthaus ausgerichtet. In
dem funfgeschossigen Neubau sind eine Psychosomatische Kilinik,
Arztdienstraume, eine Privatklinik, das Zentrallabor sowie Praxen

fur Strahlentherapie und Nuklearmedizin untergebracht. Die Planer
verbauten die Luxsystem Lichtleisten der SL 20.2 in den Betonnischen
des Haupttreppenhauses.

Gerade bei der Treppenhaus Beleuchtung entstehen oftmals Prob-
leme. Einerseits mussen die Treppenhauser optimal ausgeleuchtet
sein, um eine sichere Orientierung und Bewegung zu ermaoglichen.
Die Leuchten fungieren auch als Notbeleuchtung. Andererseits wer-
den diese Bereiche nur unregelmaBig genutzt, sodass eine konstante
Beleuchtung unndétig viel Energie kostet.
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The Leopoldina Hospital uses the 20.2 light strip for
its staircase lighting.

The extension to the Psychosomatic Clinic, completed in 2014, is
similar in design to the existing buildings of the Leopoldina Hos-
pital and has been positioned parallel to the main building. The
five-storey new building houses a psychosomatic clinic, doctor‘s
offices, a private clinic, the central laboratory as well as practices
for radiotherapy and nuclear medicine. The planners installed the
Luxsystem SL 20.2 light strips in the concrete recesses of the main
staircase.

Problems often arise with staircase lighting. On the one hand, the
staircases have to be optimally illuminated in order to ensure safe
orientation and movement, with the luminaires also functioning as
emergency lighting. On the other, these areas are only used irregu-
larly, so that constant lighting uses an inordinate amount of electri-
city.
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